
OPERATION AND MAINTENANCE

WATERING FACILITY – Trough or Tank
CODE 614
	Landowner Operator:
	

	Practice Location:
	

	County: 
	
	Farm Tract No.:
	

	Prepared by:  
	
	Date: 
	


Inspections and maintenance are required to achieve the intended function, benefits, and life of the practice.  The landowner/operator is responsible to establish and implement an inspection and maintenance program.  Items to inspect and maintain during the 10-year design life of the practice include, but are not limited to, the following:

1. Inspect after significant storm events and at least annually to identify repair, maintenance, and cleaning needs.

2. Check for debris, algae, sludge or other materials in the watering facility which may restrict the inflow or outflow.

3. Check for leaks.

4. Check the automatic water level device to insure proper operation.

5. Check to ensure the outlet pipe is freely operating and not causing erosion problems.

6. Promptly repair or replace damaged or inoperable components.

7. Repair any settlement or erosion that occurs around the watering facility with soil and reseed or resurface as needed.  Replace stone or gravel adjacent to the trough as necessary.
8. Maintain mounding and/or water diversions to prevent concentration or accumulation of runoff water over the site.

9. Protect the components from damage by farm equipment and livestock.  Inspect and maintain fences that are placed to control livestock access to the watering facility.

10. Perform routine maintenance of all mechanical components in accordance with manufacturer’s recommendations. 

11. Prior to retrofitting any electrically powered irrigation equipment, electrical service must be disconnected and the absence of stray electrical current verified. 

12. Test water quality periodically for contamination.  Algae and iron sludge accumulation should be addressed in areas with water quality that is known to cause problems.  Chemicals such as copper sulfate and chlorine can be recommended as needed, as long as local rules and regulations are followed.
13. Drain and/or provide for cold weather operation of the watering facility.

14. Close all valves slowly to prevent water hammer.

15. Inspect the system for sudden changes in quantity of water received from the source.  Any damaged components must be repaired or replaced promptly.

16. If dead rodents in the watering tanks become a problem, consider installing a floating bird ramp so that these rodents may exit the watering tank.

17. Follow your grazing plan, where appropriate.

18. Provide supplemental water if the water supply is interrupted or facility is inoperable for more than one day.
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