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SOLAR PUMP SPECIFICATIONS

PRODUCER:  _____________________________________
DATE:  ___________

LEGAL DESCRIPTION:  __________________________

COUNTY:  ____________

The solar pump shall be installed in the well according to manufacturer’s recommendations and shall be piped to a stockwater tank located within ______ feet of the well at an elevation not to exceed _______ feet above the well head.  The solar panels and controller shall be securely mounted in a location protected from any contact by livestock.

The pump shall have adequate capacity to deliver the following quantity of water at the head specified:
Daily livestock water requirements
__________________
Peak sun hours per day

__________________
Gallons per day required

__________________
Estimated Total


Actual Total 
Dynamic Head (Vertical Lift)

Dynamic Head
Depth to water




____________


_____________

Drawdown in well



____________


_____________

Friction loss in drop pipe and piping to tank
____________


_____________
Elevation of Tank Water surface above well
____________


_____________
                          Total Lift Required

____________


_____________
Recommended Pump Specifications:
Model ___________________________(or equal)
________ Gal/day @ _________ TDH (total lift)
Installed Pump Specifications:
Model ___________________________(or equal)
________ Gal/day @ _________ TDH (total lift)
Recommended minimum stock tank size for solar pumps is based on three days storage _______ gal.
Providing more storage will increase dependability and reduce the chance of the livestock being without water for an extended period.  Storage of up to seven days would be desirable ______gal.

_______________________________________


___________________
Contractor Signature





Date
_______________________________________


__________________

NRCS Approval






Date

