CONSTRUCTION SPECIFICATION

SD-16 WOOD FABRICATION AND INSTALLATION

1.
Scope

The work shall consist of furnishing and constructing wood structures and wood parts of composite structures.

2.
Plywood Material

Plywood and Oriented Strand Board for use in above ground sheltered construction (buildings etc.,) shall meet Product Standard PS-1 and shall conform to the requirements shown on the drawings.

Plywood for use in exposed above ground construction shall be exterior grade, meet Product Standard PS-1 and shall conform to the requirements shown on the drawings.

Treated plywood for use above ground shall meet Product Standard PS-1 and be pressure treated with waterborne preservatives (Arsenicals) to a retention level of at least 0.4 pounds per cubic foot except as shown on the drawings.

Treated plywood that is to be in permanent contact with water or the earth must meet Product Standard PS-1 and be pressure treated with waterborne preservatives (Arsenicals) to a retention level of 0.6 pounds per cubic foot, except as shown on the drawings.

3.
Structural Timber and Lumber Material

All wood material shall be sound wood free from decay and disease damage, shall be straight, not cracked, and shall meet the requirements shown on the drawings.  Structural timber and lumber shall be structural grade or better.

Unless otherwise specified, all timber and all nominal lumber sizes 2X10 or larger shall be pressure treated by one of the following preservatives:

Cresote

Pentachlorophenol

Waterborne Preservatives (Arsenicals) treated to 0.4 pounds per cubic foot retention

Unless otherwise specified, all nominal lumber sizes 2X8 or smaller shall be pressure treated using waterborne preservatives (Arsenicals).  Wood for use above ground shall be treated to a retention level of at least 0.4 pounds per cubic foot.  Wood for use in permanent contact with water or earth shall be treated to a retention level of at least 0.6 pounds per cubic foot.

4.
Metal Hardware

Bolts, nuts, washers, rods, angle iron, and other metal hardware shall be an appropriate grade of steel, and if installed underground, shall be galvanized, or have equal corrosion protection.

5.
Installation

All framing shall be true and exact.  Timber and lumber shall be accurately cut and assembled to close fit.  Nails and spikes shall be driven with just sufficient force to set the heads flush with the surface of the wood.

Bolt holes shall be drilled for snug fit.  Holes for lag screws shall be bored with a bit not larger than the body of the screw at the base of the thread.

Washers shall be used in contact with all bolt heads and nuts that would otherwise be in contact with wood.
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