CONSTRUCTION SPECIFICATION

SD-2 CLEARING AND GRUBBING

1.
Scope

The work shall consist of clearing, grubbing and disposal of trees, snags, logs, brush, shrubs, stumps, and rubbish from the designated areas.

2.
Protection of Existing Vegetation

Trees and other woody vegetation designated to remain undisturbed shall be protected from damage throughout the entire construction period.  Vehicles, stockpiled materials, and/or ground disturbance shall not be allowed within the dripline of the vegetation designated to remain in place.  The contractor shall repair any damage resulting from the contractor's operations or neglect.

3.
Marking

Limits of the areas to be cleared and grubbed will be marked by stakes, flags, tree markings, or other suitable methods.  Trees to be left standing and uninjured will be designated by special markings placed on the trunks at a height of about six feet above the ground surface.

4.
Clearing and Grubbing

Unless otherwise specified, all stumps, roots, and root clusters that have a diameter one inch or larger shall be grubbed out to a depth of at least two feet below subgrade for concrete structures and one foot below ground surface for embankment and other designated sites.  All trees not marked for preservation, and all snags, logs, brush, shrubs, stumps, rubbish, and similar materials shall be cleared from within the limits of the marked areas.

5.
Disposal

Where brush piles for wildlife are not specified on the drawings, cleared, and grubbed materials shall be disposed of by burning and/or burying at locations shown on the drawings or shall be disposed of by methods and at sites selected by the contractor and approved by the Natural Resources Conservation Service inspector.  Materials to be buried shall be placed at least two feet below the surrounding ground line and shall be covered by at least two feet of soil with the soil surface graded to drain.

The contractor is responsible for complying with all applicable laws and regulations and the payment of any and all fees that may result from disposal at locations away from the construction site.
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