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Minnesota Supplement for:       
Practice Standard 351 – Well Decommissioning  
 
Supplemental Criteria 
 

1. No special provisions. 
 
Scenarios 
 
Dug Well Sealed with Grout 
A licensed well driller will seal and permanently close an inactive, abandoned, or unusable water 
well to prevent excess nutrients in surface and groundwater and to eliminate pesticides 
transported to surface and ground water.  Well will be cleared of all equipment and materials.  
Residual water column must be treated with chlorine concentration of >50 ppm or according to 
local, State, Tribal, or Federal regulations. 
 
Drilled Well Sealed with Grout 
A licensed well driller will seal and permanently close an inactive, abandoned, or unusable water 
well to prevent excess nutrients in surface and groundwater and to eliminate pesticides 
transported to surface and ground water.  Well will be cleared of all equipment and materials.  
Residual water column must be treated with chlorine concentration of >50 ppm or according to 
local, State, Tribal, or Federal regulations. 
 
Drilled Well in Karst Topography 
A licensed well driller will seal and permanently close an inactive, abandoned, or unusable water 
well to prevent excess nutrients in surface and groundwater and to eliminate pesticides 
transported to surface and ground water.  Well will be cleared of all equipment and materials.  
Residual water column must be treated with chlorine concentration of >50 ppm or according to 
local, State, Tribal, or Federal regulations. 
 


