NRCS MINNESOTA TRIMBLE REPORTS — CUSTOM EXPORT STYLE SHEETS

Custom Export Style Sheets

170.0

Trimble provides a number of style sheets that can be used to generate custom reports from a data collector.
Below is a summary of some of the most commonly used reports. For more information on downloading the style
sheets from Trimble’s website and loading them on a data collector, refer to Quick Reference Guide 171.0

Trimble Reports — Using Custom Export Style Sheets
Comma Delimited with Attributes

This report creates a csv text file of the points in the job and includes the point code plus any features and
attributes assigned to the points as well as the point name and coordinates. Each attribute value included with a
point is preceded by the attribute name (prefixed with the feature name and a colon). If the points have any

descriptions assigned to them these will follow the attributes.
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Comma Delimited with notes

Creates a csv text file of the points in the job and for each point will include any notes that have been assigned to
the point. Any notes entered immediately following a point will also be included with the point. In addition there is
an option to output any attributes assigned to points (output in the same manner as for the '‘Comma delimited with
attributes style sheet). Any point descriptions will also be included. The notes output follows all the other output

details.
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GPS points report

NRCS MINNESOTA

This style sheet creates a text file report of the points in the job that provides the point name, grid coordinates,
point code, horizontal and vertical precisions, PDOP and number of satellites. There is an option to sort the points
either numerically or alphabetically.

[P 43B72M.txt - Notepad
fie Edt Format Yiew Help
[Point coordinates for job 43872H

Point Morth East Elev Code
15 745751.985 2081074.246 6045.462 BASE
18 749552.630 2086141.560 5362.080 CP 18
13 749602470 20S6150.190 5962.550 CP 19
H 749315.098 2088637.564 5937.56% CP 26
33 749331.821 2088661.578 5337.310 CP33
ag 754645.838 20S0576.743 5996.600 CP 38
EE] 754755.844 2080474.031 5893.670 CP 3%
47 748839.630 2081315.574 6040.271 CP-47
43 745542.980 2081289.567 6041.250 P48
63 748552.526 2085497.955 5360.371 FSI-CP-63
61 748530.383 2085456.460 5951.406 FSI-CP- 64
200 750471.841 2080605.313 6039.000 200
201 751475.870 2082101.67% 6008.000 201
z0z 7494591.246 20S6607.104 5964.000 202
208 749979.394 2088943.907 5335.000 208
258 749774.225 2079178.170 6062.571 268
302 748023.205 2082077.558 6024.714 BVIT-013
303 749057.027 2082102.623 6024.667 BE37-016
304 748923.295 2082077.558 6024.714 BUIT-013
431 749770.451 2075053.044 6094.781 431
854 751922.345 2079201.475 6055.037 864
z129 750471.841 20S0805.318 6039.000 200
70301 7485904.663 2082282.636 6024.735 CONC
70302 748905.080 2082321.674 6023.874 CONC
70303 745004.713 2082444.016 6023.027 CONC
70304 745731.946 2081074.222 6045.443 15
70305 748608, 622 2084345.192 5991.378 EOR
70308 745697.806 2084339.867 5991.637 EOR
70307 748676.448 2084296.138 5992.633 EOR
70308 748653.412 2084241.321 5994.057 EOR
70302 745647.196 20841858.204 5394.545 EOR
70310 748642.073 2084136.410 5995.019 EOR
70311 748632.878 2084088.120 5996.402 EOR
70312 745607.405 2084019.526 5338.451 EOR
70313 748629.044 2084036.138 5997.921 EOR
70314 745650.375 2084105.346 5995.793 EOR
70315 748658.097 2084184.506 5995.003 EOR
70918 748663 .567 2084225.422 5994.451 EOR
70317 748677.345 2084283.278 5393.201 EOR
70318 748698.679 2084316.983 5992.106 EOR
70313 748725.105 2084367.987 5990.573 EOR
70320 745702.258 2084358.727 5390.343 EOR
70321 748617.286 2084292.890 5993.607 DIRT PILE
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Points and notes report

This style sheet is designed to list all the point names in the job, in the order in which they were observed, along
with their point code and any notes assigned to points, or included in the job along with the points. This can be a
useful report to supply to a CAD operator to assist them in understanding how the surveyed points are to be

handled in the CAD system.
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NRCS MINNESOTA TRIMBLE REPORTS — CUSTOM EXPORT STYLE SHEETS  170.0

Quality Control Report

This style sheet creates a report on the job providing details of the instruments/receivers used, GPS base points
used, antenna heights used, points with precisions and PDOP’s outside specified tolerances, GPS points without
a fixed solution, lists of any points fixed prior to a loss of initialization due to high RMS within 5 minutes of
initialization, instrument station setups used, target heights used, check observations taken and a list of duplicate
points observed, with deltas from the mean position.

3 Quality Control Report - Microsoft Internet Explorer

: File  Edit  ¥ew Favorites Tools  Help Ly

Quality Control Report

Jobh Name: ROg02062
Date: 10-10-2005
Distance Undis: Metres
Angle Units: DME Diegrees
Equipment Used
IngirumentReceiver Serial Number Model Firmware Version
Trimble § Series 1000z 36 2" DR 300+ R5.041
TUnknown (Base)
R 4563158890 228

Base Poiniz Used
o Do R Tonisitads Height Dt Time

0448 S0°05'17.10788"H 1336 .092811"E 241854 2008-02-08 10:28:48

Antenna Heights Used

Measured Height Reduced Heighi Antenna Type Measurement Method
0.000 0.000 | 4dV Null dnterna Antenna Phase Center
2.000 2.065 | E2/SE00SPSTE0 Intemal Unterseite Antenne
2.500 2.565 | RR/SE00SPETR0 Intemal Unterseite Antenne

Points with PDOP exceeding limit (5.0}

Point Name PDOP
080206300 58
Station Setups
Station Name Inst. Height Station Type East North Elevation Date/Time
0&0205300 0.000 | Sation Setap 3429975 571 5359435828 525736 2008-02-06 15:14:11
0&0205301 0.000 | Sation Setap 3429929 379 5359384 973 525324 2005-02-07 02:18:44
0&0205302 0.000 | Sation Setap 3429944 527 5359334 885 525631 2005-02-07 10:15:42
080208202 0.000 | Station Setap 3420944 527 5559354 885 525631 2008-02-07 10:55:57
103347 0.000 | Station Setup 3428905.344 55359336.396 522125 2006-02-07 12:06:46
0&0207300 0.000 | Sation Setap 3429931 977 5359312 886 522 546 2008-02-07 12:24:35
Targets Used e
@ Done j My Computer
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170.0 TRIMBLE REPORTS — CUSTOM EXPORT STYLE SHEETS

Stakeout Report

NRCS MINNESOTA

Creates a generalized stakeout report providing details of the points staked in the job. Tolerances can be
specified to allow highlighting of out of tolerance values.

3 Stakeout Tolerance Report - Microsoft Internet Explorer

Fle Edit View Favorites Tools Help e
Qs - © X A | Lo Frrome @ -Upes
nddress | €7 C:\Data\D604051 Road stakeout Canv.him 2 B s ?
Google - | v| [G] search - 5 [ tblocked | M check - " Autalink AutoFll [ Options &
~
Stakeout Tolerance Report
Job name: 0604051
Survey Controller version: 11.00
Creation date: 2005-04-07
Distance/Coord units: Metres
Angle units: DMSDegrees
Stakeout horizontal tolerance: 0.020
Stakeout vertical tolerance: 0.050
Tolerance checking/highlighting: Both
Highlighted values exceed stakeout tolerances.
Name dNorth dEast dElev Code
VEI300366 0.911 0261 -0.437 [5256
VET300567 -0.016 0.009 0449 [K47
VET300568 0.026 0.029 0,047 14200
VET300569 0.007 0010 0,002 14300
VET300570 0.004 0.028 -0.116 [1440C
VEI300571 0.025 0057 0290 [1450C
|VEz300572 [ 0.028 0.008 0743 [1420V2
[VEss00573 [ 0.029 0.014 -0.520 [1420V1
[VET300574 [ 0.020 | 0.009 | -0.593 [1440V1
[VET300575 [ 0.054 0032 -0.540 [1440V5
|vET300576 | 0.053 | 0.050 | -0.689 [1450V1 v
{&] Done 4 My Computer

Survey report

This style sheet creates an html report providing details on all the work carried out in a job. This provides a report

that can be used to help analyze what has been done in the job.

A Survey Report - Microsoft Internet Explorer

Fle Edit Yiew Favarites Took Help
A A O e
@ Bk v () |£] @ O | D search 7 Favarites )
Ageress [€) C\at=)0804051 Road stakeout Conv.him v B Lok >
Google - | v [G] search + g D iblocked % check ~ '\ Autolink AutoFil [fd Options
Pressure ‘ 756.06mmHg ‘Tmperamr: 70°C |Wm ‘ 112 |§::':f““ ‘ u.m| ‘ ‘ &
Instrument Station
: - Helment [
Station 0604031 |Tnst Ht 0.000 |Station Type " | Sration SF 100000000 |SF Std Error %
Resection
Station Orientation
Inst. Station ‘ 0604051 ‘BS Station ‘ 017 |0rienuﬁon ‘ oeo000* D:“L = ‘ o-0005" | ‘ ‘
Point (BS) 7017 [Ha 25°0633" [Vt 89°4436" [SD 115,086 |Code w7
Std Errors Hz 000" [Vt 0°0010" [SD 0.001
Target Hr 0.000 | Prism Const 0.0mm
Point (BS) 7013 [Hz 218°1623" [Vt 84120" [SD 126416 |Code 7
St Errors Hz eor1e” (Ve °0010” SD 0.001
Target He 0.000 | Prism Const 0.0mm
Point (BS) 7032 [Hz 97°4945" [Vt 89°4401" [SD 173,962 |Code 7
Stl Errors Hz 00ri0” [Vt 0°0010" |SD 0001
Target Bt 0.000 | Prism Const 0.0mm
Point (BS) 7019 [Hz 70°0548" [Vt 8953118" [SD 129.768 |Code 07
St Errors Hz 000" [Vt 0°0010" D 0.001
Target He 0.000 | Prism Const 0.0mm
|Point I 0604051 [North 97579.739 [East [ 183181227 [Elevation | 4352 [Code I 0410
|Resection | 0604051 [N std err 0003 [Estderr | 0003 [Elstderr | 0002 I
Station Residuals
Point 7017 [y 0002 [ -0.008 [dEL o0
aHz 002" [dve 0°0001" [4SD 0005
&
&) Done 4 My Computer
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