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150.0 NRCS MINNESOTA CORRECT GPS COORDINATES TO THE OPUS SOLUTION 

This quick reference guide covers the procedure for correcting GPS coordinates to the OPUS solution 

1. Under the survey databases on the Survey tab in Toolspace, you will see the name of the database that you 
created (e.g. ORF CP23 GPS Survey 08-13-09) 

2. Right click on it and select open survey database if not already open or expanded. 

3. Expand the tree by clicking on the (+) next to Networks, GPS Survey (Network we created during 
downloading) and Control Points. 

4. Under Control Points select a point number (such as 2000), then right 
click and select Edit.  This will open the Panorama. 

5. With the OPUS report, convert the UTM Coordinates Northing, Easting, 
and Ortho height to feet.  

 
 
 
 
 
 
Enter these values in the Northing, Easting, and Elevation fields for point 2000 by clicking in each field. 

 

6. Click on the  icon in the upper right to save your edit, and then click  to close the panorama. 

7. Select Survey Points from the database tree.  Right click and select Automatic update and turn it on.  See the 
figure below and to the left. 

 
8. Since we have modified the base point, the yellow shield appears indicating we need to update the network.  

See the figure above and to the right 

a.) Click on GPS Survey  
b.) Right Click  
c.) Select Update network.  

In the lower left corner the status should indicate updating network and survey points.  
 


