6-WI-52a (filed after 6-52)

Pipe slope End Plate Canopy Canopy Min "K' for
percent width (W) length (L) E&; angle full pipe
- '7inches inches A) degrees flou! feet

B Pipe Diameter (D) = 6 inEEES
0-5 1 1/8 31/4 56 0.7
5.1=15 1 1/4 L 7/8 Ls 0.8
15.1-25 1 5/8 6 5/8 33 0.8
25.1-32 2 1/8 7 7/8 26 0.9
_Pipe Diameter (D) = 8 inches
0-5 1 172 L 3/8 56 1.0
5.1=-15 1 5/8 .6 3/8 Ls 1.0
16.1-25 2 1/8 8 3/4 33 1.1
25.1-32 2 7/8 10 3/8 26 1.2
Pipe Diameter (D) = 10 inches
0-5 1 7/8 5 3/8 56 1.2
5.1=-15 2 8 Ls 1.3
15.1=25 2 5/8 1 33 1.4
25,1-32 3 1/2 13 26 1.5
Pi iameter (D) = 12 inches
0-5 2 1/4 6 1/2 56 1.4
5.1=-15 2 3/8 9 5/8 Ls 1.5
15.1-25 3 1/4 13 1/4 33 1.6

25.1-32 4 1/4 15 5/8 26 1.7
: _ Pipe Diameter (D) = 15 inches
0-5 2 7/8 1/ 56 1.8
5.1=15 3 12 Ls 1.9

15.1-25 4 16 1/2 33 2.0

25.1-32 - ERYL 19 1/2 27 2.1)

Pipe Diameter (D) = 18 inches
0-5 3 3/8 9 3/4 56 2.1
5.1-15 3 5/8 14 3/8 L4s 2.3
15.1-25 4 7/8 19 3/4. 33 2.4 -
25,1=232 6 1/h4 23 3/8 27 2,6
Pipe Diameter (D) = 24 inches
0-5 L 1/2 13 56 2.8
5.1-15 L 3/4 19 /4 4s 3.0
15.1-25 6 1/2 26 3/8 33 3.2
25,1-32 . B 3/8 31 1/4 27 3.4

EFH Notice 210-WI-67

Canopy Inlet Dimensions for Hooded Inlets
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