PROFILE ALONG CENTERLINE OF PRINCIPAL SPILLWAY

q[ EMBANKMENT G PIPE SUPPORT
TRASH RACK AND égﬂ\égsgl_gé( DEVICE | TOP E?EV‘CONSTRUCTED FILL |
PROTECTIVE FENCE S
«‘ | AUXILIARY SPILLWAY
CREST ELEV. ELEV. !
BERM WIDTH A

ANTISEEP
COLLARS

1
EXISTING A —\
GROUND | ELEV. ___
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OUTLET CONDUIT _____IN. DIAM. CMP, METAL THICKNESS ( GA.)
WITH WATERTIGHT CONNECTIONS (WI CONST. SPEC. 6) — — — — — — — — | _—  UN.FT. |
ELBOW TO MATCH CONDUIT SIZE (WI CONST. SPEC. 6) — — — — — — — — _  UN.FT | —
ANTIVORTEX DEVICE OR BAFFLE (WI CONST. SPEC. ) — — — — — — — — | ___ EACH -
TRASH RACK AND PROTECTIVE FENCE — — — — — — — — — — — — — — _ EACH -
ANTISEEP COLLARS (WI CONST. SPEC. 6) - —— — — — — — — — — — — ______ NO. -
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NOTES:
1. THE MOST PERVIOUS FILL IS TO BE PLACED IN THE DOWNSTREAM 1/3 OF THE DAM.
2. CORRUGATED METAL PIPE SHALL HAVE WATERTIGHT CONNECTIONS.
THIS STANDARDIZED DESIGN MUST BE ADAPTED TO THE SPECIFIC SITE.
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