
USDA Certification of Materials KS-ENG-59 
NRCS Reinforced Concrete Pressure Pipe Rev. 8/08 

Construction Specification 41     Material Specification 541 

Watershed        Site No.        Contract No.        
Bid Schedule No.        Quantity        feet 

Contractor       
Address       
       

Information below is to be completed by the contractor or supplier 

Brand Name ________________________   
Manufacturer  _______________________  Supplier _____________________________  
Address ____________________________  Address _____________________________  
 ____________________________   _____________________________  
 
 Reference Specs 
Type - Steel Cylinder AWWA C 301 

Concrete - Prestressed: 
Cement - Type (I or II) ________________________________  
Strength  ___________________________________________  psi 

Steel Sheets (Cylinders or Joint Rings): 
Yield Strength (>33,000 psi) ____________________________  psi 
Elongation (>15%) ____________________________________  % 

 Prestressing Wire: ASTM A 648 
Class (II or III) ______________________________________  
Size (0.192 minimum) _________________________________  inches 
Tensile Strength (222,000 minimum) _____________________  psi 

Rubber for Gaskets 
 Synthetic Polyisoprene Rubber: 

Tensile Strength (>2700 psi) ____________________________  psi 
Elongation (>400%) ___________________________________  % 

 Other Synthetic Rubber: 
Tensile Strength (>2000 psi) ____________________________  psi 
Elongation (>350%) ___________________________________  % 

 
This item meets standard requirements in the current specifications of the American Water Works 
Association (AWWA) and the American Society for Testing and Materials (ASTM) as listed above. 
 
___________________________________ _____________________________  
 Signature   Date 
 
___________________________________ 
 Title 
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