
USDA Certification of Materials KS-ENG-66 
NRCS Geotextile Rev. 8/08 

Construction Specification 95     Material Specification 592 

Watershed        Site No.        Contract No.        
Bid Schedule No.        Quantity        square yards 

Contractor       
Address       
       

Information below is to be completed by the contractor or supplier 

Brand Name ________________________   
Manufacturer  _______________________  Supplier _____________________________  
Address ____________________________  Address _____________________________  
 ____________________________   _____________________________  
 
Woven, Class I Reference Specs 

Tensile Strength (>200 lb)   lb ASTM D 4632  
Elongation at Failure (<50%)   % ASTM D 4632 
Puncture (>90 lb)   lb ASTM D 4833 
Ultraviolet Light (>70%)   % ASTM D 4355 
   (% Residual Tensile Strength) 
Apparent Opening Size (AOS) (>0.212 mm)   mm ASTM D 4751 
   (0.212 mm is equivalent to #70 sieve) 
Percent Open Area (>4%)   % CWO-02215-86 

  (USACE reference) 
Permitivity (>0.10 sec-1)   sec-1 ASTM D 4491 

 
Nonwoven, Class I  

Tensile Strength (>180 lb)   lb ASTM D 4632  
Elongation at Failure (>50%)   % ASTM D 4632 
Puncture (>80 lb)   lb ASTM D 4833 
Ultraviolet Light (>70%)   % ASTM D 4355 
   (% Residual Tensile Strength) 
Apparent Opening Size (AOS) (<0.425 mm)   mm ASTM D 4751 
   (0.425 mm is equivalent to #40 sieve) 
Permitivity (>0.70 sec-1)   sec-1 ASTM D 4491 

 
This item meets standard requirements in the current specifications of the U.S. Army Corps of 
Engineers (USACE) and the American Society for Testing and Materials (ASTM) as listed above. 
 
___________________________________ _____________________________  
 Signature   Date 
 
___________________________________ 
 Title 
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