Attachment to KS TG 70 dated October 4, 2010

4= 3% 557 carriage bolts or 6 — 3”
galvanized deck screws per corner

Corrugated tin (5 panels 2° x 10)

Frovide adequate overhang
of roof materral or goply
drp fashing.

4" square or round post [l Ny’
48" long, 30" in ground. = \—/\

Wildlife Watering Facility

Down spout from gutter

\—CGulttering
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at 24" 0C
(Joist hongers and
2" screws qgptional)

Widlife access ramp
inside barre/

One or more barrels to provide the

design capacity of
—_—-__ gadlon

gallons.

barrels

Anchor as needed to prevent foating.

Cover frame with small
expanded metal cloth

Romp must be long
enough to hook over
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end of tank and
extend to bottom.
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10" x 10- 2x6 frame

47 square or round post
66" long.

Farth or concrete backfil
to depth of 30" min. (Hp.)

Bill of Materials
(Typical for 10X10 Watering Facility)

2vdx10’ 5 Fach
206x10° Treated 4 tach

4" Square or Round

Treated Post

48" Long 2 [Fach
66" Long 2 tach
Corrugated Metal

Roofing 100 Sg. Ft
Guttering 10 Linear Ft.
Down Spout 4 Linear Ft
Ramp 1 Fach

2% 55" Carriage Bolts 16 Fach

or 3" galvanized screws J Ibs

2" galvanized screws JLbs

SUGGESTED FASTENERS

Roof Joists 16d nails, 2" and 3
galvanized screws
Corrugated 2" ring shank nails

metal roofing with neoprene washers
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Wildlife Watering Facility
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