USDA-NRCS

Auxiliary spilway £l 54.0
Principal spilway Fl. 51.5

DESIGNER'S NOTE

Insert number of collars from
graph below to form KS—ENG—408.

10’

Instructions for Completing KS—ENG-409 and KS—ENG-410
(Best if viewed on 17x17)
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Constructed top of dam £l 584

Locate principal spillway pjpe
at ¢ Dom Sta. 5+10 at an angle
of 90

Material Type: Stee/
Ppe Coating: Aluminized, Type I
¢ pipe support

Y

£ 420 *M/h/’mum distance from back toe to

2% end of ppe /s 5 feet for ppes 12

| inches or smaller. Minimum distance
from back ftoe to end of ppe is 8
feet for ppes larger than 12 inches.

Min.

CROSS SECTION OF DAM ALONG © OF PRINCIPAL SPILLWAY

CANOPY INLET DIMENSIONS

Pipe Ppe
Dra. Grade w L A h
n. Z n. n. Deg. L
6 0-5 11/8 J1/4 56 07
a7-15 71 1/4 47/8 45 | 08
15.7-25 71 5/8 6 5/8 J3 | 08
8 0-5 11/2 4 3/5 56 1.0
a7-15 715/8 6 3/8 45 1.0
16.7-25 21/ 8 34 JJ 7.7
10 0-5 17/8 5 3/8 56 1.2
a7-15 2 8 145 1.7
15.7-25 25/8 77 JJ 7.4
2 0-5 2 1/4 6 1/2 56 14
a7-15 2 3/8 9 5/8 145 1.5
15.7-25 J1/4 15 1/4 J3 1.6
75 0-5 27/8 81/8 56 1.8
a7-15 S 2 145 7.9
15.7-25 4 16 1/2 J3 | 20
8 0-5 J 3/8 9 3/4 56 21
57-15 J5/8 4 3/8 95 | 23
15.7-25 4 7/8 19 3/4 J3 | 24
21 0-5 4 17 3/8 5 | 25
57-15 41/ 16 3/4 45 | 26
15.7-25 5 34 23 J3 | 28
24 0-5 412 5 5 | 28
57-15 4 3/1 79 1/4 45 | 30
15.7-25 612 26 3/8 J3 | 32

(Example)

Water Surface
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WMinimum height for full ppe flow
Note

Insert dimensions for A, L, and W from
table to forms KS—ENG-409 and KS—ENG—470.

CANOPY INLET DIMENSION
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