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D — Min set depth for electric fence shall equal
the height of the top wire.

1. Use 15.5 gage or heavier barb wire. Use 12.5
gage or heavier woven wire. The top wire should

be a minimum of 44 inches above the ground. SPECIFICATIONS

2. Corner or Pull post shall be a min of 5 in diameter
treated wood or a 4 in min diameter steel post.

3. Post shall be a min of 80 ft in length set in the ground
a minimum of 36 inches. They shall be H type braced with

8 ft x 3 in treated wood or an 8 ft x 2in steel pipe

4. The min distance between corner and pull post is 1320 ft
on barbed wire fences and 330 ft for woven wire fences
5. Line post shall be a min of 6 ft by 3 in treated wood or 6 ft tall metal

"T” post. Minimum depth of line posts is 24 inches.
6. On barbed wire fences the post can be spaced a maximum
30 ft apart with wire stays or 20 ft apart without wire stays.

7. On woven wire fences the posts can be spaced a maximum of 20 ft apart.
8. All fence material including post, wire, stays braces, and fastners shall be

new material. No used material will be allowed. No live trees or live post are allowed.
9. Corner post for electric fences shall be set in the ground at a height equal

to the height of the top wire. Minimum corner post length is 6 ft on a 36" tall fence.
10. The cross member shall be placed between the top two wires and be nailed

to the corner posts.
11. The twitch wire shall be set at no more that a 30 degree angle to the brace

assembly.

12.  The twitch wire shall be 12.5 ga high tensil or 9 ga medium tensil wire with

a minimum of two wraps around the brace assembly.

\ : Wi 4 ] T~ — Twitch_Wire +_§ O
O ‘W Natural Ground — L \ Natural-Ground
D Twitch Wire N\ \ Foot "’Minimum Depth in ’ 13,
Use for electric fence. , j ground = 3 ft §\ Line post Mmoo Width WJ
Do not use angle brace in boggy Minimﬁ'rg Width \

13.
14.

15.

16.

Minimum Depth in

Type Fence (circle type fence below) ground = 3 ft

Barb Wire Woven Electric
STRANDS

The twitch stick shall be # 5 rebar, 1” sucker bar or a 2°x2” pressure treated pine.
The twitch stick will remain in the assembly and be anchored to the cross

member.
The twitch wire shall be tightened until the end post moves about 0.5 inches in the
soil.

See attached fence chart for other details.

This practice meets NRCS Standards
and Specifications.

Signed:
Title:
Date:

6,/06

Mike Sntih

County, Arkansas

hd[{(:ss Fencing Detail and Checkout for

USDA
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