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CONSTRUCTION SPECIFICATION 
INSTRUCTION FOR USE 
CS-I-OR-213  TERRACES 

 

213.1 

Construction Specification CS-OR-213 should be applicable to all gradient terrace and level 
terrace. 

APPLICABILITY 

213.2 

There are no material specifications complementary to Construction Specification CS-OR-213. 

MATERIAL SPECIFICATIONS 

213.3 

a) Typical cross-section, profile and length of terraces should be shown on the drawings. 

ITEMS TO BE INCLUDED IN THE SPECIFICATIONS AND ON THE DRAWINGS 

b) Storm frequency and capacity should be shown on the drawings 

c) Outlet details should be shown on the drawings, if applicable 

d) Specify class of compaction and compaction requirements for all fills 4 feet or greater in 
height. 

e) Specify areas where topsoil will be removed and show on the drawings, stockpiled and 
placed.  

f) Specify settlement and freeboard height and show on the drawings. 

g) Specify location and dimensions of outlet structures and show on the drawings, if applicable. 

h) Specify seeding, fertilizing and mulching requirements, if applicable. 

213.4 

Starting at the top of page 213–2, prepare and outline job specific "Items of Work and 
Construction Details" (IWCD) in accordance with these instructions.  

ITEMS OF WORK AND CONSTRUCTION DETAILS  
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