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Steps to input site‐specific rainfall distribution from the NE Extreme Precipitation Website into WinTR‐55 

1. Retrieve the rainfall data for the design location from the NE Extreme Precipitation website (www.precip.net). 

 

In this example, the 10 year and 100‐year frequency storms will be run in WinTR‐55.  The 2‐year rainfall depth is 

needed to compute the time of concentration (Tc) in WinTR‐55. 

 



2   4/15/2010   
 

2. Retrieve the rainfall distribution for the first frequency storm to be run in WinTR‐55 (the 10‐year storm in this 

example). 

 

 

 Press the Submit Button and the following window appears.  Press the Save button and you will be 

prompted for the location to save the file. 
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 Enter a descriptive name to make the file easier to locate within WinTR‐55 (suggest you include the location 

and the recurrence interval).  Press Save. 

 

 

 If another storm frequency will be run in WinTR‐55, then choose that recurrence interval on the Web tool 

and press Submit to download and save the distribution file for this storm.  Repeat for all the desired storm 

frequencies. 

 

3. Move or copy the distribution data file(s) to the proper folder.   

 Navigate to the folder containing the downloaded distribution files and copy them to the clipboard.    

 Then, navigate to:  

C:\Documents and Settings\first.last\Application Data\WinTR‐55\RainfallDistributions 

(substitute your name for first.last) 

This is the folder where WinTR‐55 looks to find user defined distribution data. 

 Paste the file(s) into this folder. 
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4. Run WinTR‐55, and enter the project information on the opening screen. 

 

 

5. Modify the Storm Data (do this first so that the Tc will be based on the correct Q2 rain depth) 
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a. Enter the rainfall depths for the storm(s) to be run (and the Q2 storm depth) 

 

 

b. Change the rainfall distribution by choosing the distribution file just downloaded for the first storm to be 

run. 
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 Press Edit if you wish to view the data.  Press Plot to view the distribution curve. 

 

 

 Press Close to close the plot window, and press Done to exit the Custom Distribution window 
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 Press Accept to accept the storm data and close the Storm Data window 

 

6. Enter the watershed information for the site into WinTR‐55. 

a. Enter the watershed drainage area and RCN (or compute them) 

b. To compute the Tc, you must have entered the Q2 storm first as described above, or you must enter the 

final Tc value 

7. Press the Run button to determine the peak for the first storm.  Only choose the storm for which the 

distribution curve was imported.  The second storm will be run later.  Press Run to determine the peak 

discharge. 
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8. Bring in the distribution file for the second storm 

a. Choose the rainfall distribution for the next storm to be run. 

 

 

b. Press Edit if you wish to view the data 

c. Press Done to exit the Custom Distribution window 

d. Press Accept to accept the storm data and close the window 
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9. Press the Run button to determine the peak for the second storm.  Uncheck the previous storm that was just 

run, and check the storm for which the next distribution curve was imported.  Then press Run to determine the 

peak discharge. 

 

 

 

 

 

10. Repeat the above steps to design other storm frequencies for this location. 


