TIMBER CONSTRUCTION NOTES
1. All lumber below the fascia board level shall be preservative pressure treated Southern Yellow Pine, No.2 KD, 19% m.c. or better.  All other lumber may be either Southern Yellow Pine or Spruce-Pine-Fir No. 2 or better unless specified otherwise.  Protection such as clear preservative, paint, or pressure treatment shall be required for the plywood.  Timber shall be pressure treated in accordance with the chart below.
	Use Codes for Treated Building Materials

	Use Code for Treated Posts
	UC4B

	Use Code for Treated Lumber
	UC4A


2. All metal hardware and nails shall be stainless steel or hot-dip galvanized (HDG).  Stainless steel shall be grade types 304 or 316.  Hot dipped galvanized fasteners shall conform to ASTM A 153 and hot-dip galvanized connectors shall conform to ASTM Standard A 653 (Class G-185).
There may be additional products (other than stainless steel and hot-dip galvanized) which are suitable for use in treated wood.  These screws and connectors have proprietary anti-corrosion technologies and are acceptable for treated wood exposed to moisture when used according to the hardware manufacturer’s recommendations and must be clearly marked “for use with” the type of treated wood being used.

3. All structural nail connections must be nailed with twisted or ring shank nails.
4. Power driven nails (PDN) shall be 0.131 Diameter or larger, deformed shank, and helical (spiral) or annular (ring) type.  The number and length of 0.131 diameter power driven nails is specified in parenthesis next to each connection.  Pressure shall be applied to wood members to insure tight joints when using power driven nails.  The head of the nail may not be countersunk more then 1/16” into the wood.
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