ROOF GUTTER CONSTRUCTION SPECIFICATIONS

1. All materials and construction shall be in accordance with applicable NRCS standards and construction specifications.

2. All components of the completed system shall conform to the lines, grades, elevations, dimensions and materials shown on the plans.

3. Any changes in the plans or specifications must be approved by the original plan approver prior to being made.  Changes are to be reviewed by the landowner for concurrence.

4. All disturbed areas shall be fertilized, seeded, and mulched or otherwise stabilized as required on the construction plans.

5. Existing fascia boards that are damaged, rotten, otherwise unstable or with a nominal thickness less than 2 inches, shall be replaced.

6. Rafter ends that are damaged or rotted shall be repaired.

7. All lumber used for fascia boards or for rafter end repair shall have a nominal thickness of 2 inches.  Cover all fascia boards with aluminum or vinyl flashing or paint before the roof gutter is installed.
8. Down spout outlet connections shall be the manufacturer’s preformed (insert) outlets for the given size shown on the design, unless otherwise approved.

9. Aluminum gutters and downspouts shall have a minimum thickness of 0.027 inch.

10. Galvanized steel gutters and downspouts shall have a minimum thickness of 28 gage.

11. Where animals or equipment may come in contact with downspouts, steel pipe, schedule 40 PVC or similar material will be used for the downspout.

12. Roof gutter supports shall have a maximum spacing of 24 inches unless otherwise approved.  Roof gutters shall be mounted to the fascia board using hidden hangers, bolts and ferrules, gutter screws and ferrules, or cradles.  Other methods must be approved by the engineer.  Spike and ferrules are not approved.

13. Itemized invoices from suppliers shall be provided to verify gutter and downspout size, length, material, material gage, and hanger type.

14. The Soil Conservation District makes no representation as to the existence or nonexistence of any utilities at the construction site.  Shown on these construction drawings are those utilities, which have been identified.  It is the responsibility of the landowners or operators and contractors to assure themselves that no hazard exists or damage will occur to utilities.  Miss Utility should be contacted at

1 800-257-7777.
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