
Practice 

Code
Practice Name Scenario Unit Type

Unit Payment 

Rate
Payment Cap

Livestock 

Practice

441 Irrigation System, Micro Irrigation
Specialty Crop Micro irrigation 

System
AC $1,814.00  $9,070

442 Irrigation System, Sprinkler Conversion to Center Pivot System AC $352.00 

442 Irrigation System, Sprinkler Retrofit for Efficiency Improvement FT $3.88  $5,531

449 Irrigation Water Management IWM for Row Crops AC $8 

587 Structure for Water Control Flap gate, ≤15"  NO $1,823 

Participant must also implement Irrigation Water Management (449) prior to receiving payment.

Pressure regulator replacement or installation.

A uniformity test and flow monitoring is required the first year payment is received.

Payment provided only for existing irrigation systems. Participant must have irrigated 2 of the past 5 years per EQIP policy. The participant's 

statement or the DC knowledge of this is acceptable proof.

Payment is for upgrading existing systems to make them more energy and/or water efficient. Payment cap applies per system.

The need for upgrading the existing system to be more energy and/or water efficient must be identified in an Irrigation Water Management 

Plan meeting the 118 standard prior to receiving payment.

Payment is for detailed record keeping and data collection, and irrigating according to an approved irrigation scheduling program (such as 

Purdue's Michiana Irrigation Scheduler or equivalent).

Management must decrease non‐point source pollution of surface or ground water resources or result in increased efficiency of water use or 

increased energy efficiency. Eligible on all irrigated crop types.

Upgrade must include one or more of the following:

Flap gate, ≤15" if for the installation of a backflow prevention device.

Payment cap is per system. Maximum payment for three systems on separate land units per contract.

Nozzle replacement of different type or to replace if > 5 years old.

Payment is for upgrading existing systems to make them more energy and/or water efficient.

The conservation plan must also include Irrigation Water Management 449.

Backflow prevention device must be scheduled under (587) Structure for Water Control‐Flap gate, ≤15"

The need for upgrading the existing system to be more energy and/or water efficient must be identified in an Irrigation Water Management 

Plan meeting the 118 standard prior to receiving payment.

Eligible for up to three payments.
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