262. CORRUGATED METAL PIPE








1.	Applicability





This specification is applicable for the placement of corrugated metal pipe, for use as water control structures.  However, if corrugated metal pipe with bituminous coating, or any other type of coating is used, then the designer should consider the proper specifications from NEH-20.  These are Construction Specification 51, Corrugated Metal Pipe, Material Specification 551, Metallic-Coated Corrugated Steel Pipe and Material Specification 552, Aluminum Corrugated Pipe.





2.	Material Specification





No Material Specifications are required, materials needed are specified in Section 2, Materials.





 3.	Items to be included in Contract Specifications "ITEMS OF WORK AND CONSTRUCTION DETAILS" or Drawings.





a.	The trenching, and backfill requirements are to be fully stated, or referenced to other appropriate Construction specifications.





b.	The Classification (Type), size (diameter for circular pipe or rise and span for pipe arch section), type of metallic coating, description of corrugations (annular or helical) and sheet thickness shall be shown on the drawings or listed in 


Section 8.





In most cases CMP will be corrugated steel pipe, the Classification type will be Type I, full circular and the corrugations will be helical.  The metallic coating will be zinc.





c.	Clearly state the type of fittings, coupling, and other joint details.





d.	Select proper method for Section 7.





INSTRUCTIONS FOR USE OF CONSTRUCTION SPECIFICATION
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