CONSTRUCTION SPECIFICATION 

274.  DRAINFILL
 1.
SCOPE
The work shall consist of furnishing, transporting, and placing drainfill at the locations and to the lines and grades as shown on the drawings.

 2.
MATERIALS
Drainfill materials shall be sand, gravel, or crushed stone or mixtures thereof obtained from sources provided by the Contractor.  The material shall be excavated and transported to avoid the inclusion of organic matter, clay balls, excessive fine particles, or other substances that would interfere with the free-draining properties.  The Contractor shall provide the Engineer free access to the source for the purpose of obtaining samples for testing.  The material shall conform to the gradation as specified in Section 9.

 3.
SUBGRADE PREPARATION
Subgrade surfaces shall be clean and free of organic matter, loose soil, foreign substance, and standing water when the drainfill is placed.  Earth surfaces upon or against which drainfill will be placed shall not be scarified.

 4.
PLACEMENT
Drainfill shall not be placed until the subgrade has been inspected and approved by the Engineer.

Drainfill shall be placed uniformly in layers not more than 12 inches deep.  The material shall be placed in a manner to avoid segregation of particle size and to insure the continuity and integrity of all zones.  No foreign materials shall be allowed to become intermixed with or otherwise contaminate the drainfill.

Drainfill over or around pipe or drain tile shall be placed in manner to avoid any displacement in line on grade of the pipe or tile.

 5.
CONTROL OF MOISTURE
The moisture content of drainfill materials shall be controlled as specified in Section 9; otherwise moisture control will not be required.  When the addition of water is required, it shall be applied in such a way as to avoid excessive wetting to adjacent earth fill.

 6.
COMPACTION
No compaction will be required beyond that resulting from the placing and spreading operations.

Heavy equipment shall not be operated within 2 feet of any structure.  Vibrating rollers shall not be operated within 5 feet of any structure.

 7.
TESTING
The Engineer will perform such tests as are required to verify that the drainfill materials and the drainfill in place meet the requirements of the specifications.  These tests are not intended to provide the Contractor with information he needs to assure that the materials and workmanship meet the requirements of the specifications, and their performance will not relieve the Contractor of the responsibility of performing his own tests for that purpose.

 8.
MEASUREMENT AND PAYMENT
For items of work, for which specific unit prices are established in the contract, the volume of drainfill within the neat lines shown on the drawings will be measured and computed to the nearest cubic yard.  

Payment for drainfill will be made at the contract unit price for drainfill, complete in place.  Payment will constitute full compensation for all labor, materials, equipment, and all other items necessary and incidental to the performance of the work.

Compensation for any item of work described in the contract but not listed in the bid schedule will be included in the payment for the item of work to which it is made subsidiary.  Such items and the items to which they are made subsidiary are identified in Section 9.
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