1. FOR DOUBLE RIVETED PIPE, ON 8" THRU 36" DIA. INCREASE THIS DIMENSION TO 6½" ±.
2. 2 PIECE BANDS MAY BE USED ON 8" THRU 30" DIA. PIPE.
3. SHEET LENGTHS ON 36" THRU 84" DIA. ARE FOR BANDS ROLLED TO THE SAME DIA. AS THE PIPE.
4. GAGE OF BANDS WILL BE ONE GAGE LIGHTER THAN THE PIPE GAGE. 16 GAGE BANDS ARE MINIMUM GAGE.
5. CARE SHALL BE USED IN TIGHTENING BOLTS. WHEN BAND IS INSTALLED, ALL BOLTS SHALL HAVE APPROXIMATELY THE SAME LENGTH OF THREADS REMAINING.
6. BOLTS SHALL BE DRAWN DOWN UNIFORMLY ON EACH SIDE OF TWO PIECE BAND.
7. STANDARDIZED DESIGNS - MUST BE ADAPTED TO THE SPECIFIC SITE.
8. BANDS SHALL CONFORM TO THE REQUIREMENTS OF CONSTRUCTION SPECIFICATION 51, CORRUGATED METAL PIPES OR ENGINEERING STANDARD AND SPECIFICATIONS 378, POND, AS APPROPRIATE.