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NATURAL RESOURCES CONSERVATION SERVICE 
ARIZONA
CONSTRUCTION INSPECTION PLAN
irrigation water conveyance

underground plastic pipeline


Items of work to be inspected and timing:

	Timing
	Item(s)
	Hours*

	Prior to all excavation
	· Conference with NRCS, cooperator, and contractor to review basic requirements and plans 
	

	
	· Design layout including staking locations of excavation and structures
	

	Prior to pipe placement
	· Check alignment, grade and pipeline bedding in excavation including any road and creek crossings
	

	During pipeline placement and prior to backfill
	· Confirm pipeline alignment and grade prior to placement of backfill 

· Check pipeline and appurtenances for placement, sizing, and materials specifications and requirements

· Check placement of all thrust blocks including alignment and size
	

	During backfill
	· Inspect backfilling operations including initial and final backfill, final alignment and placement of pipe and appurtenances
	

	Installation of valves and controls
	· Inspect all valves (air relief, air release, vacuum, and control valves) and their installation

· Inspect placement of any vaults and valve covers
	

	Pipeline filling
	· Observe pipeline filling including

1. Leaks

2. Structural integrity throughout the system

3. Proper operation of all valves
	

	* Includes necessary travel time
	TOTAL TIME:   
	


Testing Equipment and Facilities Needed:

Surveying equipment and other miscellaneous equipment.


Landowner/Operator:�
�
�
Job Location:�
�
�
County:�
�
SWCD:�
�
Farm/Tract No.:�
�
�
Referral No.:�
�
Prepared by:�
�
Date:�
�
�






Personnel performing inspections:�
�
�
�
All inspections will be performed by qualified personnel.�
�
Name/ Title:�
�
�
�
�
Name/ Title:�
�
�
�
�
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