NRCS MINNESOTA

@& Job: RoadsEx

ROADS MODULE — STAKING A ROAD

181.0

Click on Survey.

size [ Type | Modified

Select on the road file you have

11kb .rxl
3kb .rxl

RoadsEx_wwcl

[l HA150°59'45" VAST'3336"

Add

Road name:

RoadsEx_wwcl CL
Stake:

Station and offset |*|
Target height:

7.00ift (%

Esc

Sta+ Offs» | Options

Civil 3D 2012

3/22/2012
312312012

HA:162°34'36" VA:88°37'08" |

created,

Under Station, select the first
S station you want to stake. Click
on the arrow for a list.

Under Station interval, enter
distance between stations.

Click on 1/2.

Enter
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181.0 ROADS MODULE — STAKING A ROAD

Construction offsets i
Horizontal offset: Vertical offset: 1 7.00
[0.00ift ) [0.00it ]n..]

NRCS MINNESOTA

Under Offset, enter O,

Click on Start.

Sta+ Offs» | Options

"'\
=
L

Road; RoadsEx_wwcl
wwecl

RoadsEx_!
Elev: 99.45ift|?

Easting
HA:196°45'17" VA:88°10'55" SD:14.09

Measure | Target

1+450.00ift CL
Elev: 99.45ift|?
0.09ift

H.Offset V.Dist to CL

| i_-Q.j,m | NS FIR
46'47" VA:88°17'03" SD:14.80

Measure Target Turm Options

Rev. 5/2013 2

Click on arrow on left bottom
to change it from Northing and
Easting to Station and Offset.

When you get to your Station
and H. Offset is approximately
0, click on Accept.

Civil 3D 2012
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As-staked name:

@ Confirm staked deltas

As-staked code:

E

|»| [30-CLW 150

As-staked elevation:
99.47ift

(suko deltas
A Station:
0.23Ift Bkwd

V.Dist. to road:
7

A H.Offset:
0.30ift Right

1/3

HA:171°06'07" VA:88°14'38" SD:15.20

ROADS MODULE — STAKING A ROAD

@ Confirm staked deltas

181.0

Click on arrow to change code
to 30-CLW 150. 150 is for the
station.

Click on Store.

-Design Road .

I J— Code: !,H*:n‘o
RoadsEx_wwecl ? "
Method: Station: % 7.00
Station and offset  1+50.00ift (XS)
H.Offset: ign elevation:
0.00ift 7 |»]

23

hd

HA:171°27T°08" VA:88°13'24" SD:15.15

w Road: RoadsEx_wwecl

1+50.00ift CL
Elev: 99.46ift|?
4.25ift

-

8°42'27"

H.Offset
3 80Ift ?
HA:102’2‘I" VA:88°36'58" SD:18.89

Measure Target

Turmm | Options

Civil 3D 2012 3

To collect survey data for cross
sections, stay at current station
(i.e. 1+50). Move
perpendicular from your
station. You will see the H.
Offset become negative for
one side of the waterway and
positive for the other side of
the waterway,

Click on Accept when you are
at a grade break.
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181.0 ROADS MODULE — STAKING A ROAD NRCS MINNESOTA

2. Confirm staked deltas

~

As-staked name: As-staked code: Click on Store.
el [»] [oeGs | N e
As-staked elevation: !{k—{u
99 .46ift o
., -
-Stake deltas
A Station: A H.Offset: Map
0.26ift Bkwd 4.82ift Right T Herw
\;Din. to road: ﬁlj Favorits
Switch

5N
=

-

Road name: 3
RoadsEx_wwcl CL

Stake:
Station and offset |'|

Ta hcjgljt:

7.00ift e

Ctation:

1+50.00ift (XS) [»]
Station interval:

50.00ift B

HA:154°51'20" VA:87°34'44"
Offs» | Options

To set an offset flag, click on
1/2.

Under Offset, enter the

. distance.
Construction offsets !’ ":
Horizontal offset: Vertical offset: .1% 7.00
[0.00ift ) [0.00ift »..)
Map
_Hew
7| | e
=| Sﬁl:hb

HA:154°51'43" VA:B7°34'3T"
Offs»

Options

Sta+
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NRCS MINNESOTA

Calculator
Construction off: Units...
Horizontal offset; Vertical offset:
[0.00ift Ir.] [0.00ift .

Sta+ Offs»

Options

LB

1+50.00ift 10.00ift
Elev: 99.47ift |?
0.14ift

-

0°23'28"

ROADS MODULE — STAKING A ROAD

Enter

H.Offset V.Dist

+ 9.91ift ?

4 :87°14°37" 8D:9.73

@ Confirm staked deltas
As-staked name: As-staked code:

[10] [»] [o8-Gs [»]
As-staked elevation:
99 .46ift

-Stake deltas

A Station:
0.02ift Bkwd
V.Dist, to road:

A H Offset:
19.97Ift Left

? 15|
w

HA:212°22°28" VA:87°16'02" SD:0.67

Civil 3D 2012

Click on the arrow, select Left
or Right.

Click on Enter.

NOTE: Left is the left side of
the centerline Jooking in the
direction of increasing station.
Right is the same,

Example: Centerline is Station
1+50 and staking an offset at
10 feet right.

The Station should be 1+50 and
the H. Offset should be 10 ift,

Click on Accept.

Click on Store.
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181.0

Road name:
RoadsEx_wwcl
Stake:

@ Road: RoadsEx_wwcl

Code:
CL

Station and offset

Target height:
7.00ift ..
Station:

1+64.51ift (RE)

|

Station interval:
(50.00iff []

ROADS MODULE — STAKING A ROAD

12|

 HA:154°51'22" VA:B7"34'45"

Sta- Sta+

Rev. 5/2013

Offs»

Options

NRCS MINNESOTA

Under Station, select next
station.

Civil 3D 2012



