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Huntsville, AL 35807-3801 

Tirzo Gonzalez 
Senior Archaeologist 
Advanced Sciences, Inc. 
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Purpose: 
To assist U.S. Army Strategic Defense Command (USASDC) conduct 
archaeological investigations within the Navy Pacific Missile Range 
Facility (PMRF) in western Kauai. The use of ground-penetrating 
radar (GPR) techniques was recommended as a rapid, non-destructive 
means for the expanded investigation and analysis of cultural 
resources within the propose~ site of a fuel storage facility. 

Principal Participants: 

Jim Doolittle, Soil Specialist, scs, Chester, PA 
Tirzo Gonzalez, Senior Archaeologist, ASI, San Diego, CA 
Richard Olson, Project Archaeologist, ASI, San Diego, CA 

Activities: 

Preliminary grid surveying and site preparations were completed by 
Tirzo Gonzalez and Richard Olson during the period of 16 to 19 
January 1992. The GPR unit was unpacked, assembled, and site 
calibration trials were completed on 20 January. Also on 20 
January, additional survey lines were laid out on the proposed 
access roads and pads. The remainder of the week was devoted to 
GPR surveys, data interpretation, and ground-truth verification of 
the radar imagery. The radar unit was packaged and delivered to 
the air terminal in Lihue on 27 January 1992. 
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Equipment 

The radar unit used in this study is the Subsurface Interface Radar 
(SIR) System-8 manufactured by Geophysical survey System, Inc. The 
SIR System-a is an impulse radar unit. Components of the SIR 
System-a used in this survey included the Model 4800 control unit, 
ADTEK SR 8004H graphic recorder, power distribution unit, 30 meter 
transmission cable, and 500 MHz antennas. The system was powered 
by a 12-volt vehicular battery. A 120 Mhz antenna was damaged in 
shipment and could not be used in this field investigation. As the 
500 Mhz antenna provided adequate (@ 2.7 m) depth of penetration 
and superior resolution of subsurface features, the survey was not 
impaired by the unavailability of the 120 MHz antenna. 

Calibration trials were conducted over a buried metallic reflector. 
The reflector was buried at a depth of 50 cm. For the sandy soils 
at PMRF, the calculated velocity of signal propagation was 0.45 
ft/ns and the dielectric permittivity was 4.9. Based on 
calibration trials, a two-way travel time of 40 nanoseconds and a 
scan rate of 25.6 KHZ were used for the surveys conducted at PMRF. 

The radar data was not stored on magnetic tapes. All graphic 
profiles were returned to Tirzo Gonzalez under a separate cover 
letter. No signal processing or data analysis was conducted. 

Survey Procedures 

The survey intervals used in this study were based upon the 
assumptions of the probable size and concentrations of buried 
cultural features, desired detection probability, and available 
time. The 500 MHz antenna, which has a width of about 30 cm and 
weighs about 4 kg, was pulled along survey or grid lines. As the 
antenna was pulled past each referenced {flagged) position (spaced 
at 1.0 to 10.0 meter intervals), the operator impressed dashed, 
vertical marks on the radar profile (see Figure 2). 

Progosed asphalt xoadway: 
A proposed 3.65 meters wide, 280 meters long, asphalt roadway will 
provide access to three pads (decontamination pad, nitrogen · 
tetroxide holding pad, and hydrazine holding pad). The center line 
of this roadway was located and delineated with survey flags placed 
at 10-meter intervals. Transverse to the flagged, center-line 
positions, four additional survey flags were placed in the ground 
at 1-meter intervals. This provided five (including the center 
line), 280-meter survey lines within a 4 by 280 meter corridor for 
the proposed access road ( see Figure 1). 
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Location of subsurface point anomalies detected with the GPR. 

Surveys were conducted by towing the antenna at a very-slow walking 
pace behind a vehicle housing the radar control and recording 
units. Traverses were made with the 500 Mhz antenna along each 
side of the five, 280- meter survey lines. A total of 10 traverse 
were completed. These traverses provided 2800 meters of 
continuous, subsurface data, and a 60 % coverage of the proposed 
access road corri dor. 

Following interpretation of the radar profiles, 15 segments were 
resurveyed with flags placed at 1-meter intervals. These segments 
were selected because of the appearance on radar profiles of unique 
reflections from subsurface anomalies. The 1-meter interval 
enabled a more precise location of the detected, subsurface 
anomalies. 

~ad #1 - Decontamination Pad 
A 1-meter interval was used to construct a 7 x 5 m grid over the 
proposed area (4 x 7 m) for the decontaminati on pad. Traverses 
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were made with the 500 Mhz antenna along one side (seaward) of each 
of the six, 7-m survey lines. These traverses provided 42 meters 
of continuous, subsurface data. 

Survey lines from the pad were extended to cover the area of a 
short access road which will connect the pad with the proposed 
asphalt roadway. Survey flags were placed at 5- meter intervals 
along these lines. Traverses were made along one side (seaward) of 
each of the six, 7 m survey lines. These traverses provided 102 
meters of continuous, subsurface radar data. 

The radar survey provided a 36 i coverage of the proposed 
decontamination pad and short access road. The survey was 
conducted with the survey vehicle in a stationary position and the 
antenna towed by hand at a very- slow waking pace along each survey 
line. 

Following interpretation of the radar profiles, two segments were 
resurveyed with flags placed at 1 meter intervals. These segments 
were selected because of the appearance on radar profiles of unique 
reflections from subsurface anomalies. The 1-meter interval 
enabled a more precise location of the detected, subsurface 
anomalies. 

Pad #2 - Nitrogen Tetroxide Holding Pad 
A 1-meter interval was used to construct a 5 x 6 m grid over the 
proposed area (3 x 3 m) of the nitrogen tetroxide holding pad . 
Traverses were made with the 500 Mhz antenna along one side 
(seaward) of each of the seven, 5-m survey lines. These traverses 
provided 35 meters of continuous, subsurface data . 

Survey lines from the pad were extended to cover the area of a 
short access road which will connected the pad with the proposed 
asphalt roadway. Survey flags were placed at 5-meter intervals 
along these lines. Traverses were made along one side (seaward) of 
each of the six, 17- m survey lines. These traverses provided 102 
meters of continuous, subsurface radar data. 

The radar survey provided a 36 % coverage of the proposed nitrogen 
tetroxide holding pad and short access road. The survey was 
conducted with the survey vehicle in a stationary position and the 
antenna towed by hand at a very-slow walking pace along each survey 
line. 

Following interpretation of the radar profiles, two segments were 
resurveyed with flags placed at 1- meter intervals. These segments 
were selected because of the appearance on radar profiles of unique 
reflections from subsurface anomalies. The 1-meter interval 
enabled a more precise location of the detected, subsurface 
anomalies. 
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Pad #3 - Hydrazine Holding Pad 
A 1-meter interval was used to construct a 5 x 5 m grid over the 
proposed hydrazine holding pad area (3 x 3 m). Traverses were made 
with the 500 Mhz antenna along one side {seaward) of each of the 
six, 5- m survey lines. These traverses provided 30 meters of 
continuous, subsurface data. 

The radar survey provided a 36 % coverage of the proposed hydrazine 
holding pad. The survey was conducted with the survey vehicle in a 
stationary position and the antenna towed by hand at a very-slow 
walking pace along each survey line. 

Following interpretation of the radar profiles, one segment was 
resurveyed with flags placed at 1- meter intervals. These segments 
were selected because of the appearance on radar prof ilea of unique 
reflections from subsurface anomalies. The 1-meter interval 
enabled a more precise location of a detected, subsurface anomaly. 

Proposed 110 Volt AC Service Lines to Pads #1 and 3: 
Two service lines will connect the electrical pad area with the 
hydrazine holding pad (Pad #3) and the decontamination pad (Pad 
#1), respectively. The lengths of these service lines will be 
about 65 meters and 163 meters, respectively. The center lines 
were located and delineated with survey flags placed at 10- meter 
intervals. The location of these service lines is not shown in 
Figure 1. 

A traverse was made with the 500 Mhz antenna along each side of the 
center lines. These traverses provided 456 meters of continuous, 
subsurface data, and 100% coverage of a 0.60 m corridor. Surveys 
were conducted by towing t he antenna at a very-slow walking pace 
behind a vehicle housing the radar control and recording units. 

Following interpretation of the radar profiles, one 5-meter and 
three 10-meter segments along the two traverses were resurveyed 
with flags placed at a 1-meter interval. These segments were 
selected because of the appearance on radar profiles of unique 
reflections from subsurface anomalies. 

Results 

The electrically resistive, sandy soils provided a most favorable 
environment for the operation of GPR. The 500 Mhz antenna provide 
adequate depth of penetration (about 2.7 meters) and high 
resolution of subsurface features. Concerns were expressed over 
the variable depth to and complex imagery produced by the indurated 
sands, and the presence of modern cultural features (post-1941) 
within the survey areas. These features created undesir ed 
subsurface reflections which complicated radar interpretations and 
could have masked reflections from some artifacts (see Figure 2). 
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The most accepted and efficient method to detect and chart the 
locations of subsurface anomalies with GPR is to establish grids 
across survey areas. Several rectangular grids were established 
across the proposed site of the fuel storage facility at PMRF. 
Grid intervals varied from 1 to 10 meters. The grid intervals 
represent a compromise among: purpose of the survey, available 
time, features being detected, local ground conditions, and desired 
detection probability. 

Table 1 sununarizes the radar survey of the proposed fuel storage 
facility. The survey covered a 4366 m2 area and provided 3567 
meters of continuous subsurface information. coverage of selected 
areas ranged from 36 to 100 percent. 

All radar profiles were reviewed and interpreted in the field. Two 
hundred and one point anomalies or reflectors were identified on 
the radar profiles from the proposed fuel storage area. An 
"anomaly" is any feature that is dissimilar from the surrounding 
soil matrix. Twenty-five of these point anomalies were identified 
as being produced by three buried utility or pipe lines (see "P" in 
Figure 1). These features produced strong subsurface reflections 
and formed distinct patter ns on sequential radar profiles. These 
lines were readily identified on radar profiles. Imagery from 
these features were distinct, occurred at a constant depth, and 
formed linear patterns on successive survey lines. These features 
were charted, but were not verified through excavations. 

Asphalt Road 
Pad #1 and access road 
Pad #2 and access road 
Pad #3 
110 v AC service Line 

Table l 
SUMMARY or .RADAR SURVEY 

OF 
THE PROPOSED 

SUBSURFACE ANOMALIES 

AREA COVERAGE OBSERVED VERIFIED . ~~-- ~~~~''--~~~~*"--~~~__...• 
2800 60% 134 15 

545 36% 9 2 
540 36% 15 2 

25 36% 4 1 
456 100% 39 3 

Point anomalies appeared to be concentrated into 5 to 6 fairly 
distinct clusters (see Figure 1). The clustering was found to be 
principally related to variations in soil properties. 

Twenty-three point anomalies, displaying unique graphic signatures, 
were selected for further investigations on the basis of depth, 
signal strength, and reflective pattern. This represents a 13% 
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sampling of the 176 subsurface anomalies observed on the radar 
profiles (other than those associated with the utility or pipe 
lines ) . The sampling strategy was to detect and identify anomalies 
suspected of being buried cultural features or artifacts. 

At the approximate locations of the selected anomalies, additional, 
short ( <10 m) radar traverse were completed to more precisely 
define their location and depth. These traverses used a 1-meter 
interval. Depths to the anomalies were estimated from the radar 
profiles Anomalies were discerned at each of the selected 
excavation sites and generally within 1 to 2 inches of the 
estimated depths. 

The excavation of 23 point anomalies identified within the study 
area revealed no buried cultural features. No artifacts were found 
in the excavated soil pits. The 23 anomalies were verified as 
being small pockets of cemented sands {78%), roots (9%), or changes 
in horizons caused by variations in soil color (9%) and soil 
texture (4%). 

Conclusions 
A detailed radar survey within the area proposed for the fuel 
storage facility at PMRF revealed no major buried cultural feature. 
Excavations at the sites of twenty-three suspect radar images 
disclosed no artifacts. Suspected anomalies were identified as 
being segmented areas of indurated soil materials, plant roots, or 
buried coral fragments. 

A
w:: k~~~re;;J· 

ames A.~e 
oil Specialist 

cc: 
E. Knox, Head, NSSL, NSSC, SCS, Lincoln, NE 

lfEB 2 1992 
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Interpretations: 
Figure 2 is a representative radar profile from a portion of a 
traverse conducted within the area of the proposed access roadway 
to the fuel storage facility at PMRF. The two thick horizontal 
bands (labelled "A") in the upper part of Figure 2 are reflected 
images from the ground surface. These bands represent one 
interface, the air/soil interface. The dark bands represent 
positive and negative signal amplitudes. The intervening, thin 
white band is the zero or neutral crossing between the positive and 
negative signal amplitudes. 

Below the images of the air/soil interface (A) is a dark band 
(labelled "B") representing a composite reflection from several 
closely spaced, surface and near-surface features. These 
overlapping images are poorly resolved because of the low range and 
high gain settings used in this survey. These superimposed images 
are produced by changes in vegetation, surface roughness, soil 
texture, horizons, and/or moisture within the upper 25 to 40 cm of 
the soil profile. 

Below the surf ace and near-surf ace reflections are images from 
subsurface features. Interfaces are categorized as planar or point 
reflectors. Soil horizons, water tables, fractures and geologic 
strata appear as broad and relatively flat reflectors on radar 
profiles. These features are planar reflectors. Planar reflectors 
appear as multiple, parallel bands on most graphic profiles. In 
Figure 2, the contact separating sands from indurated sands and 
strata within areas of indurated sands (dashed lines) approximate 
planar reflectors. However, these features are extremely segmented 
and irregular. 

Small objects, such as buried rock fragments, roots, artifacts or 
utility lines (when crossed perpendicular to their long axis) are 
point reflectors. These features have restricted dimensions and 
dielectric properties which contrast with the surrounding soil 
matrix. Point reflectors generally produce hyperbolic patterns. 
These patterns are created by the antenna's conical radiation 
pattern. The antenna "sees~ reflections before and after it passes 
over a subsurface reflector. The hyperbolic pattern results from 
range changes as the antenna approaches, passes over, and goes 
beyond subsurface reflectors. 

Several point reflectors or anomalies have been identified in 
Figure 2 {immediately to the left of all "a" symbols ). An 
"anomaly" is any feature that is dissimilar from the surrounding 
soil matrix. A point anomaly is a feature that, unlike a soil 
horizon or geologic strata, has very limited lateral extent. The 
size, shape, and depth to an anomaly affect radar interpretations. 
In addition, large objects reflect more energy and are easier to 
detect than small objects. 

The presence of scattering bodies in soils can complicate 
interpretations and adversely affect radar surveys. Stratified 
soil horizons, layers of cemented or "lithified" sands, roots, and 
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modern cultural features, produced clutter and undesired 
reflections which complicated radar interpretations. The radar 
imagery was complicated by irregular, segmented layers of weakly to 
strongly cemented sands. These layers appeared on most radar 
profiles at depths ranging from 0.25 to 2.5 meters. In Figure 2, 
cemented sands range in depth from about 0.5 {right- hand portion) 
to 2.0 (left-hand portion) meters. It is possible that these 
scattering bodies masked the presence of some cultural features 
which because of the complex imagery, were indistinguishable from 
the surrounding soil matrix. 

In the course of this survey, several point anomalies were 
distinguished on the basis of depth, signal strength, and 
reflective pattern. Twenty-three of the best expressed or most 
suspected point anomalies were excavated. These anomalies 
represented small pockets of cemented sands (78%), roots (9%), and 
changes in horizons caused by changes in soil color (9%) or soil 
texture (4%). 

Soils: 
The site is located in an area of Jaucas soils. Previous studies 
(March 1990) demonstrated the effectiveness of using GPR techniques 
in areas of Gauchos soils on Kauai. The coarse-textured Jaucas 
soil is a member of the carbonatic, isohyperthermic Typic 
Ustipsamments family. This excessively drained soil has formed in 
water- deposited coral sands and is deep (> 1.0 m) over coral. Most 
soil profiles contained layers of weakly to strongly cemented sand 
at depths ranging from 0.25 to 2.5 meters. 
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EDX Fiber Optics Line 

A 215-meter center line was established along the passageway for a 
proposed fiber optics line. Measurements originated near a densely 
vegetated area which border a drainage ditch and extended 100 
meters across an open area. At 100 meters, the line changed 
direction (to the east) and continued 60 meters to a point near a 
building complex. The line was extended an additional 50 meters in 
a irregular direction through and pass the building complex. The 
center line was also extended 5-meters from its origin into the 
densely vegetated area. 

Additional survey flags were placed in the ground on either side 
and at a distance of 1 meter from the flagged, center- line 
positions. This procedure produced a 2 x 215 meter grid along the 
proposed corridor for the fiber optics line. 

Radar traverses were conducted with the 500 Mhz antenna on both 
sides of the center line and on the interior side (towards the 
center line) of the other two survey lines. This provided 660 
meters of continuous radar data and a 60% coverage of the proposed 
EDX fiber optics line. 

The radar survey revealed 107 subsurface anomalies. Three of these 
anomalies were selected for excavation. Excavations were conducted 
in the 0 to 100- m portion of the survey area. The 110 to 210 
portion was more disturbed and contained several utility lines and 
modern features which were believed to be related to nearby the 
building complex. Excavations at the sites of the three "best
choice" anomalies revealed variations in soil properties or coral 
fragments occurring at the interpreted depths. 
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REPORT 
Money for flood victims 
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Celeb sports challenge 
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p.m. Wednesday. Ftb. S, at Kauai High 
~hool In lllc !Int 1111null Celebrity Sporu 
Challenge t>Gsketball game. 

Proceeds Crom lhc event wil l go lO lhc 
Hawaii Poliu ALhlctlc l'cdcniion prognms. 
the Tror' eutoZa LIW Enforcement ~h 
RuJI rot Special Olympics. Kil.lat 0.A.R.fi. 
prog11111s and OlllCf organtuitions. For more 
lnfomwion. coll 246-21 S8. 

Food, karaoke on tap 
KAPAA-A '""' f()<)d r:wMd lhcklck· 
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lcSI is on i.., lQtlight ~tltl.ay) 81 K.aual VUllge. 
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frtlftl S to9 p.m. and the kalaotceomw Nlld.! 
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The U Can Sing karookc con~ will be 
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v:ince to Ute final s in December. For more in· 
formation, cnll 82J.<l033. 
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B r sue DIXON-STONG 

ANA ll OLA - N3ll•C llawahan 
l~der Mililllll i Tr"'5k hos blnstcd U.S. Stn. 
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dling u Scnalll oversight hC:lllng on lhc 
llawaUan Homes Comm1~<iOn ACL nic 
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Feb. 6. in W;.shington~D.C. 
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Sunday In A~ahol3, T~ said locallon or 
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wUI m;\J<c it dirt.cull rorlhc Hawaiian tom· 
munh)' 10 testify. 
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member Native Hawaiian ln11la1ivc for 
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lhe dale wil$ nQt made public until Jan. 22 
when a press release was issued by 
~·ioUice. 

SERIOUS IMPACTS: "The hcanng 
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federal government on line. ' 
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u1c rouowing day. 

E$thOr Klaiillll'I 
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allay their concerns. 
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this hearing is 10 get Ille federal govern• 
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TI1c hcanng will~ ~cld by 1hc Senate 
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HomC$ Commission AcL 
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lhe 5utusor lhc rccommentblion• made hy 
the 191!3 l'cdcral·Suue Task Fo~c on 1hc 
ac:1. The tomm111~ upc~L" 10 h~jf 1c~-
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in the process o( being lmplcmemc<I l1S 
well as complete c~pl;in~tion~ rcgatd1ng 
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Kumon math 
comes to 
Kauai schools 

By ANNE E. O'MALLEY 

KAl.Allt;O-Thcse d.11·~. in the faec 
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works and Is w terribly $imple. 11 19 
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Al!PJm ftlde OUtllnes strategy 

Senate oversight .. ~earing sparks controversy 
11\j •. ' ~.. /-. ~ 

HEARING from ..t· I 
*-~onwhil:llno 
ICUoll h&1 bcai liken. 

Te&timooy has beeq reqllCMd 
from U.S. ()q>mvntnlotdli lnt.criot 
Sect$iy M.-1 LGjsl and U.S. 
Dcpanmen1 or Jufllcc Auomey 
0-..J William 8.-r. 

Slale wimc-s ~ 10 it&tlty 
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DnU. hCait ol lhe ue Dcpanmcnt 
o( Jflwaii1n Home Lands. Fout 
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public IN lasic. 

WITNESS UST: ·we·vo been 
geuJng a lot or inquiries rcsardina 
die wiuius li$t. • K.iuiN said. "'We 
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bul we dO not ha~ li!lll wnllOI over 
whO s•ts invilcd and how long lho 
wilnes& list is.' Thai cooll'Ol ls in lho 
hand.t oC Ille CllCll)' conunlutc. 

Publlc wllncsses, who were 
$do::Ltd ba$1\d on !heir experience 
with adminiSllllOOn or Ille ac1. uo 
Alan Mutakaml, litigallons d~ 
ror lho Nlll.ive Naw!!liin Legal C0t· 

poraLIQ!I: >.nn l'.f•~~ fQtmer 
~ ot 111c1 '*!Uk ron:e 
oo·ibe lllit, C1Wtes MowU. Sr., 
vie~ or Ille Hawaii Ad· 
vilmy a..mlu.ce IO llio U.S. c.om
liliSaicQ on Civil Rlah11: and K-*1 
KaMbcle, cllalrmtA or 11!0 S111e 
('.oQnclJ (I( llawaillll Hcmcslcad A&
~ 
. One ot lhe S1191Cl!ics bdiind !ho 
heWg, Kiulna said, was IO 8t1 lhc 
llDcrsY Commlu.ce tDQrO invol~ 
wld11bua. •tu~""" 11111if1llc 
s~ie or Hawaii and 1he federal 
gQvcmmcn1 are n« gojng IO live up 
10 lhelr obUgaal<)ns. lllCl1 Coosrus is 
going Ill have IO do somelhing abou1 
iL 

"We s,aw a need ~ cduca~ !ho 
comml11oc, and a Med IO s« l"-OITI· 

~ ~ng olwhcn: the ac1 
wu.· 

M051 people, sllC s:i.id, lr1) OW\!JC 
L1\81 lhe ICI hu bern 1!b\1$1:d. "WJ>al 
people !lave never done is ID have Ille 
two parties involved (Ille sia~ and 
federal govetnmenli) in 3 hearing 
room ID updale cvcryon<: on whln 
llley have done.• 

ADVERSE PUBLICITY: Tr.i.1k 

LIBERTY HOUSE 

PENTHOUSE 
AT KUKUI GROVE 

CENTER 
f ' 

TOMORROW 
IS MARKDOWN 

SUND!Y 
ATTIIE 

PENTHOUSE! 
' 

Eveiy1111na alroody in the Oo1hcs Rack 
(excluding spwol pure~) wtll be morllcd an 

ADDITIONAL 

30%0FF 
And a new sclmton of 50'4 off hims will he oddcd. 

Miltlani Trask 

suuc11ed thl recent •dver1e 
publicity 1U1T011ndislg Ille act has 
prompted die hearing. 

In W ly Deccnltxr, IM Hawa.ti 
Advisory Commince to IM U.S. 
Commissioo on Civil RJghlS Issued a 
rcpon crltlcltlng lho swo and rcder;il 
governmen!i for lhcir failure 10 
properly adminisu:r Ille Hawallan 
Homelands Progtam. 
~ 

Stn. Dllliltl Aka.ta 

Prior ID Illa~ die Woll Sttttt l OfU· 
NJ/ published • stinging r11)111 Pll• 
11ory c•po1ing nationwide many 
abwes or Ille acL 

'The s1J11e and federal govcm· 
OICJ\IS aro very worrit<I lhol $()me• 
body is going w file a civil righi.s 
action agaum lhcm, and lhoy arc 
uyu1~ 10 make a rteO<d IO show ~I 
!he slil~ lw sc1tlcd Haw11ian Home 

llJld ~ land claims,· TIU< said. 
Kllaina said Akaka'1 ~·s 

wtn lrlwrcd well bct'ore die Wall 
Srrw JowMI anlcle was published 
Qtlheclvi! ri~U rqion -~ 

The xnalOl'S con«:ml. She AA 
wtni lri~ by a paucm develop. 
ins in lhe Bush Admlnlsllation. 

'The state and 
federal 
governments are 
very warred that 
somebody ls 
going (o file s 
clv/I rights act(qn 
against them.' 

Mllllanl Ttask 

which appears ID be an auanpt l<»l>
solve lisclf of :lily IC$p0fllibilily 10 
1110 JlCL 

"I don'1 wan1 people IO ge1 !he 
idea !ha111<c're kUing lhc staicoff lhe 
hoolc: she ~d. lhc key ..atds me 
trosl responslblh1y. • 

NO WAY TO LOSE: No k gls- ' 
latio<l wlU be lnuocl>ccd IO Ille COin• 

miuee. Ki.aini ~d. "II is an ovw 
sight ~I-Then: is DO ... ay people 
c~ io. ~ o< 1114 ~ •• • 

TraU urged people ID wbmh 1cs
lim0nycallin8 rorbstlngJ iobe bdd 
Oil Hawall, for ClllCllAon or lhe time 
period rot ro:dpi of dlmony and 
r°' copiC3 ol lhe record 10 be Im• 
mcdlaltly scn1 10 Hawaii and lhcn 
copied f\'I" ll>o lit~ commUllity. 

Kiui~ aid !he ene'I)' cc:rnmil• 
Ice will be asked ioc~pcdiie di5uibu· 
Uon or lilt rcw!IS o( !he llearing. 
"PCIQplo are soing IQ t;-i able ID tCAd 
c~aclly whal the sllllO 111d rcdcral . 
aovcmmenu llavcsald rcganllng lhc . 
wk f0tt4 repon. • 
Con~. $Ile ;.Ud, need$ IO re• 

cvalUllC iu SUBICJY oo hclpina !he 
btncflcl:lriu or Ille acL "Tlloy"ro 
going 10 have ID figure DUI 3 way or 
dcahng will> i1 ~Y~ il~on ' 1 goon 

anymore." 
WtiuM 1tsumon~ may be seni io: 

Commiuce on ~gy ;Ind N111u,.J 
Resources, U.S. Sena1e, ' 
W:i.dunglOn, D.C. 20510. Autnuon: 
AlknSUlym:in. 

PMRF archaeological survey; 
aided by use of radar device 

UNDERGROUND from A·/ 
Ill<. DepllUnenl of Land and Nllllnl 
ResouteU 

The survey is being dono in 
coopcnlion will! Ille U.S. Dcpul· 
met11 ol A;rfi:lllllft SoU ~ 
tion Sttviec. wlllcb 11u - • toil 
s~ialisl, J&mC3 DootiUlc. IO ICIR 
Ille t~I s10t130 facllhy &ht wllh 
ground•pcnctuUns radar (OPR) 
equipment. 

Doolittle d!monsualed lhe cql!ip. 
menl last ...oeet on 1 siio ~IO 
Ille STARS L111nch ped where 1 

WWII wget pit Is knOWn IO bavo 
been buried. 

When OPR wu develOpCtd in die 
1930s. Doolittle II.id, the irnpclwl 
was mllhary 1unnel de1ecllon, 
making ii PQSSiblo ID scan lhrO\lgh 
Ille ground and dc\c(;I enemy lilllnels. 
Commttelal 11>PU<:a1lon or Ille lad4t 
i«hnology came inio play iq Ille 
mid-1970s. 

' What It provides," he said, ' Is an 
ltls1an~ chart or lhe Sllbtur· 
fKe, sirnU. ID opcnills a 1rcnch, bu1 
)'OU don' t dtsuoy h (the tcmln). 1bo 
beauly or li$lng tho rad.Ir fQt Ir> 
chacoloric.al inws.ticr.1tinn• arvt ..;, .. 

where lhe chtstcrnre.'' 
Tho OPR, he said, slgniflCln(ly 

inQQSCI Ilk: odds of findillg IOITIC

llllng and reduce; Ille ncccsshy f0t 
doing blind 1C$U. 

One o( the prolllems, hOwe-tr. i.1 
lhlll 1llc OPR i.1 inlerprcicr-dcpcod· 
C!ftl. "The longer you WOiie whli It.• 
Dooliltle wd. ' Ille belier your inler· 
prcwlons be(Ome. • 

Tho $Oil spcciall!1 said he tw 
been u.ilng lhe equlpmcn1 for 10 
)CIR. blving done~ In 4S ._ 
ll1d ~foreign cowmca. 

Doolhtlc said the OPR is aiio 
spcclric and worts well isl lbc undy 
~ fOl.lld lllons lhe coam1 frillses 
of lho H1wailan Islands, bu1 not u 
well in Ille clay so~s or lhc inlerior. 

Usina lho OPR, Dooli1Llc has 
bctti abk IO scan 6S pciw11 or !ho 
IRll Wlder in-cJllgation in~ 11:lllivc
ly shOn ptriOd ol time. W11h ltldl· 
liQaaJ an:"-logical itichnlquos, he 
Rid. !he procc&S \llOuld b.ke rnuch 
longer and tho ttquired ~cavallons 
WOl!ld l)c very destructive IO Lb8 lalld. 

lllOugh tho ~Its or lhe $OU sur
v6y will be included In Ille STARS 
lilC!' ~--···· -·' ' •• 


